
Lobe knobs 

GN 6336.5-ES

 

 

 

technical informations 

AISI CF-8 stainless steel ES, sandblasted matte finish. 

AISI 303 stainless steel. 

The threaded bolt is screwed in and secured by a crossdowel. 

Stainless steel, thanks to its high resistance to corrision, allows the application of these lobe knobs on machines and equipment 
in those sectors where laws or particulay hygienic, climatic and environmental factors make it madatory to use corrosion 
resistant materials. 
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Features and applications



Standard Elements Main dimensions Threaded pin Weight

Description d1 d2 l ≈ g

GN 6336.5-ES-40-M8-20 40 M8 20 88

GN 6336.5-ES-40-M8-25 40 M8 25 90

GN 6336.5-ES-40-M8-30 40 M8 30 92

GN 6336.5-ES-40-M8-40 40 M8 40 94

GN 6336.5-ES-50-M10-20 50 M10 20 180

GN 6336.5-ES-50-M10-25 50 M10 25 184

GN 6336.5-ES-50-M10-30 50 M10 30 186

GN 6336.5-ES-50-M10-45 50 M10 45 193

GN 6336.5-ES-50-M10-55 50 M10 55 197

GN 6336.5-ES-63-M12-30 63 M12 30 321

GN 6336.5-ES-63-M12-40 63 M12 40 334

GN 6335.5-ES-63-M12-50 63 M12 50 340
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